
  

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Steps for Deploying Infrastructure  
  Based Solutions: 
 
1. Get trained as a technical expert or hire  
         one 
2. Get computer 
3. Get Software 
4. Install Software on computer 
5. Configure software for computer 
6. Get Display 
7. Integrate computer with Display 
8. Run wire network long runs with 
         transmitter receiver 
9. Install Wireless router with repeaters 
         line of site.   
10. Configure Network 
11. Install in computer/display in store 
12. Configure on in-store network 
13. Test 
14. Return monthly to reboot router and   
        computer. 
15. Pay software upgrade fees 

MediaTile    Infrastructure vs. Cellular �

MediaTile cellular digital signage is 
the most cost effective and fastest 
to implement a narrowcast network 
in the marketplace.  Customers 
and partners have consistently 
commented that for a typical 
deployment consisting of two 42" 
screens, installation, and operation 
of MediaTile solution is one-half 
the cost of infrastructure-based 
systems. 

Relieve all the stresses and technology burden of o wning and operating 
 a network based on traditional Wi-Fi, Satellite an d terrestrial networking. 

MediaTile Broadcast Network Deployment  
 

1. Get Digital Sign in a BoxTM  
2. Mount  
3. Plug it in to a power outlet   
 
Any Questions? 

© 2005,6, The MediaTile Company. All Rights Reserved.  MediaTile™, Digital Sign in a Box™ are trademarks of The MediaTile Company, Inc. in the US and 
international.  US and International Patents Pending. This data sheet is for information purposes only.   Product specifications described herein are subject to 
change at any time without notice.  
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MediaTile    Infrastructure vs. Cellular �

Costs Satellite vs. Cellular 
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MediaTile Cellular Broadcast 
Portal Solution Comparable 

 
Federated Bank 

10 locations, 2 Screens 

 

$230 per branch per location** 

 

 

Installation per location 

 Labor-$550 

 

 

 

 

 

 

 

$15 /branch (based on 36 month lease cost)** 

 

$245 Monthly/Branch Total** 

 

**display, player cost and content creation NOT included (no 

conversion cost) 

 
Satellite Case Study 
 
Flagstar Bank, MI 

120 Banking centers, 2 screens 

$250K annually for Satellite services 

$75K Maintenance of the infrastructure system   

$225 per branch per month 

 

Initial Cost of the Infrastructure per Location 

 Satellite dish with associated hardware $2,000 

Industrial PC server $3000 

Software PC server $875 

Labor-$2000 

Server Software $1000 

Router-$200 

Cable-$150 

Site Network Plan $150  

Total installation costs: $8550 per location* 

$237 /branch (based on 36 month lease cost)* 

 

$462 Monthly/Branch Total* 

 
*display, player cost and content creation/conversion to MPEG Not 
included 



  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

MediaTile    Infrastructure vs. Cellular �
Costs DSL vs. Cellular 

 Case Study Golf Town 
 
Shared Network VPN address 

20 Stores 
3 Screens per store 
PC behind each screen 
42” Screens 

 

Monthly On Going Operations 
$47 Annual Software per player x3 ($190x3 
screens/12 month) 
$21 Annual Server ($260/12 month) 
$325 Technical Expert Salaried ($6500m/20 
stores)  

 

$393 /Store/Month Total Ops* 
Installation Costs 

$300 Site Network Plan  
$2625 Software- $875 /PCX3/store 
$450 -Software Installation-match IP static 
address with network Ops. ($150/PCX3) 
$5700 INDUSTRIAL PC with Window XP- 

($1900/PCx3) 
$2600 Installation-Labor  
$400 Cable 
$220 Router 
$12,295 TOTAL per store 

 
$341 Store/Month Total Install (based on 36 
month lease)*** 
 

$734 Store/Month Total 

***display and content creation not included, no conversion cost to 
MPEG) 

 

Set Up Network Operations Center- 
$2600 Computer 
$4335 Software 
$2,100 Training on Network Center Software 
$9035 Total NOC Set Up 
 

$12 Monthly ($250/20 stores based on 36 month 
lease) 
 

$746 /Month/Store Total ALL *** 
 
On going Issues: 

Power outages 
In person PC’s reboot per store 
Hours Spent on a network issues 2hrs  /week/store. 
Annual 50-60 hours per store  
Down time cost-loss of revenue from advertisers 
ONLY 80% up time. 

MediaTile Solution Example  
 
Cellular Analysis 
20 locations 
3 Screens per Store 
42” Integrated Plasmas 
 
 
Monthly On Going Operations 

$345 /store ($115x3 players-US including cellular) 

$13 /store (full time channel administrator $30K)  

 
 
 

$358 /store/Month Total Ops 

Installation per location 

 $1050 Labor 

  

$1695 MTC Player 

  

 

 

 

 

 

$76 /month/store (based on 36 month lease cost) 

 

 

 

 

 

 

 
$434 /Month/Store Total ALL *** 

***display and content creation not included (no conversion cost to MPEG) 


